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SEE INSET "B”

FM GCW 13+75

PROPOSED 4" DIP CLASS 56 FORCE MAIN

SANITARY DOGHOUSE MANHOLE
GCW 9+72 (IT. 22)

(SEE DETAIL ON SHEET 11)
RIM=54.25

INV. FM=50.00

UST USE AN ON-LOT
PUMP. STATION

900 LFx OF EXISTING 6” WATER MAIN TO BE ABANDONED
AND REMOVED. PROPOSED 8" SANITARY SEWER TO BE
INSTALLED IN-VACATED 6" WATER MAIN TRENCH.

(IT. 6)

(IT. 12)
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GCW 5+95
RIM=51.75
INV.=47.15

1 1/4”9% SCH 40 PVC || |
SEWER LATERAL. Aj%.vf/[y_

MAINTAIN 4 FT. COVER. | ~
NOT IN_CONTRACT | |

HOUSE #289 EXISTING 1" COPPER WATER SERVICE

TO BE DISCONNECTED FROM THE EXISTING 6”
WATER MAIN AND RECONNECTED TO THE EXISTING
12” WATER MAIN. REMOVE AND RESET WATER

METER AS REQUIRED. (IT. 5)

\ / 8” DIP CLASS 52 GRAVITY SEWER
| \ & 4" DIP CLASS 56 FORCE MAIN (
\ (SEE SHEET 5 FOR PROFILE)
FORCE MAIN TO BE LOCATED IN, SAM
TRENCH AS GRAVITY MAIN (SEE DETAI

LOW PRESSURE E—ONE ® PUMP
CHAMBER (TYP.). (SEE DETAIL).
NOT IN CONTRACT. PROPERTY
OWNER REQUIRED TO INSTALL
PUMP AND DISCHARGE LINE
AS PER SPECIFICATIONS.

4286
F.F.=52%
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HOUSE #309 EXISTING 1" COPPER WATER SERVICE G
TO BE DISCONNECTED FROM THE EXISTING 6" * \
WATER MAIN AND RECONNECTED TO THE EXISTING Wv
12" WATER MAIN. REMOVE AND RESET WATER 6\-

METER AS REQUIRED. (IT. 5)

FM GCW 3+95
FOR CONTINUATION
SEE SHEET 9

\ DSMH (IT. 19)
4 GCW 0+00
- RIM=38.25

FOR CONTINUATION SEE SHEET 9 -~ INV.=31.00(B)

PROPOSED 4” DIP CLASS 56 FORCE MAIN
(IT. 12) ¥ (B)
FORCE MAIN TO BE LOCATED A
IN SAME TRENCH AS GRAVITY _ A
Y FOR CONTINUATION SEE SHEET 3

MAIN.
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g PROPOSED 8” SDR 35 PVC SEWER
(7. 13)
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GCW 0+45
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INV.=36.20

PROPOSED 4” X.H.D. CAST IRON LATERAL (TYP.).
wmm_u_m._.>__u_.|om._.<_u_o>_u_zw._.>_u_u>._._oz.

(IT. 11)

MAINTAIN 5 FT. SEPARATION BETWEEN
EXISTING 8" SLUDGE FORCE MAIN AND
PROPOSED 8" SANITARY SEWER.

-~
PROPOSED 4" X.H.D. CAST IRON LAT (1. 11)
FROM JUNCTION BOX TO SEWER IN (TYP.)
SEE DETAIL FOR TYPICAL TALLATION

8" DIP CLASS 52 GRAVITY SEWER (IT. 14)
& 4" DIP CLASS 56 FORCE MAIN (IT. 12)

PROPOSED FORCE MAIN JUNCTION BOX (TYP.)
SEE DETAIL. (IT. 21)

EXISTING 6” WATER MAIN TO
BE ABANDONED AND REMOVED.

(IT. 6)

PROPOSED 6" GATE VALVE

PROPOSED 6” DIP (CLASS 52) WATER MAIN

PROPOSED 2-45" 6” DIP (CLASS 52) BENDS

CONNECT EXISTING 6” WATER MAIN TO EXISTING
12” WATER MAIN. PROVIDE 6" DIP (CLASS 52), 6”
GATE VALVE, 12"x12"x6” TEE BENDS, FITTINGS AND
THRUST RESTRAINTS AS REQUIRED. TO BE
COMPLETED DURING OFF PEAK USAGE. (IT. 8)

PROPOSED 12"x12"x6” TEE

INSET "B”

N.T.S.

SEWER PLAN - GRACE CHURCH STREET-WEST

KIRBY LANE NORTH - CHAS. H. SELLS, INC.
GRACE CHURCH STREET

SEWER IMPROVEMENTS

PREPARED FOR

CITY OF RYE

Consulting Engineers, Surveyors & Photogrammetrists
CIVIL, STRUCTURAL AND TRANSPORTATION ENGINEERING

555 PLEASANTVILLE ROAD
BRIARCLIFF MANOR, NEW YORK 10510
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WESTCHESTER COUNTY, NEW YORK

FILE NO. 01048 DATE: SEPTEMBER 13, 2005

DRAWN BY: RTK CHECKED BY: JM

30 0 15 30 60

e e e s

SCALE: 1” = 30’

UNAUTHORIZED ALTERATIONS AND ADDITIONS TO THIS DRAWING IS A
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